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HPIPS38

PANEL SAW :                                                                                                - 

Sliding table dimensions mm 3800 x 360

 - Table dimensions mm 500 x 850 

- Squaring frame dimensions mm 580 x 1215

 - Saw blade ø/hole mm 300/30 

- Cutting height with blade ø 300 at 90° mm 100 

- Cutting height with blade ø 300 at 45° mm 80 

- Cutting width on parall. fence mm 1000 

- Saw speed rpm 4000 - Motor power HP 7,5 

- Weight Kg 520     MADE IN ITALY                                                                                                              

9200

Euro

HPPSS38

PANEL SAW                                                                         -SLIDING 

TABLE SAW:

•Sliding table: 3800*375mm.

•Main saw blade: 400mm.

•Scoring saw blade: 120mm.

•Max.cutting height 85mm.

•Main spindle speed: 6000rpm.

•Scoring saw blade speed: 8000rpm.

•Main saw power: 5.5kw.

•Scoring saw power: 1.1kw.

•Saw blade degree: 0-45 degree.

•Saw blade operation: ELECTRIC Lift,Manual tilting, body 

thickness 8 mm,Dijital back guide indicator.        with GERMAN 

electric parts

6850$



HPPS38

PANEL SAW                                                                         -SLIDING 

TABLE SAW:

•Sliding table: 3800*375mm.

•Main saw blade: 400mm.

•Scoring saw blade: 120mm.

•Max.cutting height 85mm.

•Main spindle speed: 6000rpm.

•Scoring saw blade speed: 8000rpm.

•Main saw power: 5.5kw.

•Scoring saw power: 1.1kw.

•Saw blade degree: 0-45 degree.

•Saw blade operation: Lift and tilting    by manual.          with 

GERMAN electric parts

6500$

HPGPS32

PANEL SAW :                                                                                                  - 

Sliding table dimensions mm 3200 x 360

 - Table dimensions mm 500 x 850 

- Squaring frame dimensions mm 580 x 1215

 - Saw blade ø/hole mm 300/30 

- Cutting height with blade ø 300 at 90° mm 100 

- Cutting height with blade ø 300 at 45° mm 80 

- Cutting width on parall. fence mm 1000 

- Saw speed rpm 4000 - Motor power HP 7,5 

- Weight Kg 420          MADE IN GERMANY

9000

Euro

HPIPS32

PANEL SAW :                                                                                                - 

Sliding table dimensions mm 3200 x 360

 - Table dimensions mm 500 x 850 

- Squaring frame dimensions mm 580 x 1215

 - Saw blade ø/hole mm 300/30 

- Cutting height with blade ø 300 at 90° mm 100 

- Cutting height with blade ø 300 at 45° mm 80 

- Cutting width on parall. fence mm 1000 

- Saw speed rpm 4000 - Motor power HP 7,5 

- Weight Kg 420           MADE IN ITALY 

7500

Euro



HPIPSM32

PANEL SAW -MOULDER                                                                    Carriage 

dimension                                        : mm 3200*320

Saw blade                                                        : mm 315

Cutting height at90⁰/45⁰ with bladeø300 : mm 100/80

Max .ø profiling / tenoning                          : mm 240/275                           

MADE IN ITALY 

10000

Euro

HPPS32

PANEL SAW                                                                         -SLIDING 

TABLE SAW:

•Sliding table: 3200*300mm.

•Main saw blade: 300mm.

•Scoring saw blade: 120mm.

•Max.cutting height mm: 75mm.

•Main spindle speed: 6000rpm.

•Scoring saw blade speed: 8000rpm.

•Main saw power: 5.5kw.

•Scoring saw power: 1.1kw.

•Saw blade degree: 0-45 degree.

•Saw blade operation: Lift and tilting    by manual.         With 

GERMAN electric parts

5650$

HPIVPS32

VERTICAL PANEL SAW:                                                    max cutting 

width  mm 4200                                                    -  Max. vertical 

cutting height  mm 2200                              -  Max. horizontal 

cutting height  mm 2080 -  Max. cutting width  mm 60                                                                 

-  Motor power HP  5                                                                        -  

Blade ø  mm 250                                                                                -  

Blade speed rpm 5300                                                                                

-  Weight  Kg 680 

  MADE IN ITALY

23000

Euro



HPPS28

PANEL SAW                                                                         -SLIDING 

TABLE SAW:

•Sliding table: 2800*300mm.

•Main saw blade: 300mm.

•Scoring saw blade: 120mm.

•Max.cutting height mm: 75mm.

•Main spindle speed: 6000rpm.

•Scoring saw blade speed: 8000rpm.

•Main saw power: 5.5kw.

•Scoring saw power: 1.1kw.

•Saw blade degree: 0-45 degree.

•Saw blade operation: Lift and tilting    by manual.           with 

GERMAN electric parts

5350$

HPPS16

PANEL SAW                                                                         -SLIDING 

TABLE SAW:

•Sliding table: 1600*200mm.

•Main saw blade: 250mm.

•Scoring saw blade: 80mm.

•Max.cutting height mm: 50mm.

•Main spindle speed: 6000rpm.

•Scoring saw blade speed: 8000rpm.

•Main saw power: 201kw.

•Saw blade degree: 0-45 degree.

•Saw blade operation: Lift and tilting    by manual.      With 

GERMAN electric parts

4500$



HPPSER16

 PANEL SAW-ROUTER-EDGEBANDER:

•Tabletop material: Stainless steel.

•Sliding rail: 1*Aluminium heavy rail.

•Slide stroke: 1.6m./                                                                saw 

blade dia:230mm                                                    scorer:100mm

•round & straight Edge bander

•Suitable hand trimmer

•Table height: 70-75cm.

•Folding size: 95*72'75cm.

•Expanded size: 267*215*75cm.

•Main table weight: 120kg.

•Gross weight: 150kg. with GERMAN electric parts

4750$



HPTS30

TABLE SAW:

•MOTOR: 220V, 50/60HZ.

•POWER: 2000W.

•OPERATING MODE: S6 40%.

•TABLE SIZE: 800 X 550 mm.

•CUTTING HEIGHT MAX. 90°  83mm.

With GERMAN electric parts 980$

TABLE SAWS



HPIRS

RADIAL SAW:

Cutting width / height :  mm1160/100-125

Max . cutting height at 45ø : mm65

Blade :  mm350

 MADE IN ITALY 

4000

Euro

HPRS

RADIAL SAW:                                                                        -Cutting 

width / height :  mm1160/100-125

Max . cutting height at 45ø : mm65

Blade :  mm350       with GERMAN electric parts
2500$

RADIAL SAWS

HPI7CM4

COMBINED MACHINES
COMBINED MACHINE 6 OP :                                                   -  

Spindle ø /knives nr. mm 70 – nr. 3 -  Knives dimension  HSS 

standard mm 400 x 20 x 3 -  Max. stock removal mm 4 -  Surface 

tables length  mm 1800 -  Thicknessing table dimension mm 400 x 

760 -  Feed speed m/1’  7 -  Spindle rotation speed rpm  5700 -  

Min./max. thicknessing height  mm 4 ÷ 220 -  Motor power HP 4  

– V.400/50 

Saw: -  Saw-spindle table dimension                                               

mm 326 x 1112 -  Carriage dimension     1800 x 315mm 
-  Blade tilting 90° ÷ 45° -  Saw blade max. ø with scoring unit mm 

300 -  Max. saw-blade prosection from table at  90°/45° mm 

95/65 -  Squaring capacity (standard) mm 1500 -  Cutting width 

on parallel fence mm 730 -  Motor power HP 4  – V.400/50 

Spindle moulder: -  Spindle length                                               

mm 105 -  Spindle rotation speed rpm 1200/3100/4400/7000 -  

Max. tool ø   mm 160 -  Available spindle ø  mm 30-35-40-50-1¼ -  

Motor power HP 4  – V.400/50 

Mortiser: -  Working table dimension                                                  

mm 250 x 500 -  Longitudinal stroke mm 200 -  Transversal stroke 

mm 100 -  Vertical stroke mm 90 -  Chuck ø   mm 16 

Planer  WIDTH :400 mm

Surface table length   :    2300mm

Thicknessing table dimension   :   800mm*500

Min /max thicknessing height : 4mm/240

Saw blade max with scoring unit :  315mm

Max saw blade prosection from table at 90⁰/45⁰    :100mm/75  

Spindle moulder    - Spindle length  :  140mm

Max tool :   250mm       MADE IN ITALY 



11000

Euro

HP7CM4

COMBINED MACHINE 6 OP :                                                   -  

Spindle ø /knives nr. mm 70 – nr. 3 -  Knives dimension  HSS 

standard mm 400 x 20 x 3 -  Max. stock removal mm 4 -  Surface 

tables length  mm 1800 -  Thicknessing table dimension mm 400 x 

760 -  Feed speed m/1’  7 -  Spindle rotation speed rpm  5700 -  

Min./max. thicknessing height  mm 4 ÷ 220 -  Motor power HP 4  

– V.400/50 

Saw: -  Saw-spindle table dimension                                               

mm 326 x 1112 -  Carriage dimension     3200 x 315mm 
-  Blade tilting 90° ÷ 45° -  Saw blade max. ø with scoring unit mm 

300 -  Max. saw-blade prosection from table at  90°/45° mm 

95/65 -  Squaring capacity (standard) mm 1500 -  Cutting width 

on parallel fence mm 730 -  Motor power HP 4  – V.400/50 

Spindle moulder: -  Spindle length                                               

mm 105 -  Spindle rotation speed rpm 1200/3100/4400/7000 -  

Max. tool ø   mm 160 -  Available spindle ø  mm 30-35-40-50-1¼ -  

Motor power HP 4  – V.400/50 

Mortiser: -  Working table dimension                                                  

mm 250 x 500 -  Longitudinal stroke mm 200 -  Transversal stroke 

mm 100 -  Vertical stroke

 

mm 90 -  Chuck ø   mm 16 

Planer  WIDTH :400 mm

Surface table length  :2300mm

Thicknessing table dimension  :   800mm*500

Min /max . thicknessing height  : 4mm/240

Saw

Saw blade max with scoring unit  :  315mm

Max saw blade prosection from table at 90⁰/45⁰    :100mm/75

Spindle moulder

Spindle length                         :  140mm

Max tool                                  :   250mm

 MADE with german electric parts

HPI7CM4

COMBINED MACHINE 6 OP :                                                   -  

Spindle ø /knives nr. mm 70 – nr. 3 -  Knives dimension  HSS 

standard mm 400 x 20 x 3 -  Max. stock removal mm 4 -  Surface 

tables length  mm 1800 -  Thicknessing table dimension mm 400 x 

760 -  Feed speed m/1’  7 -  Spindle rotation speed rpm  5700 -  

Min./max. thicknessing height  mm 4 ÷ 220 -  Motor power HP 4  

– V.400/50 

Saw: -  Saw-spindle table dimension                                               

mm 326 x 1112 -  Carriage dimension     1800 x 315mm 
-  Blade tilting 90° ÷ 45° -  Saw blade max. ø with scoring unit mm 

300 -  Max. saw-blade prosection from table at  90°/45° mm 

95/65 -  Squaring capacity (standard) mm 1500 -  Cutting width 

on parallel fence mm 730 -  Motor power HP 4  – V.400/50 

Spindle moulder: -  Spindle length                                               

mm 105 -  Spindle rotation speed rpm 1200/3100/4400/7000 -  

Max. tool ø   mm 160 -  Available spindle ø  mm 30-35-40-50-1¼ -  

Motor power HP 4  – V.400/50 

Mortiser: -  Working table dimension                                                  

mm 250 x 500 -  Longitudinal stroke mm 200 -  Transversal stroke 

mm 100 -  Vertical stroke mm 90 -  Chuck ø   mm 16 

Planer  WIDTH :400 mm

Surface table length   :    2300mm

Thicknessing table dimension   :   800mm*500

Min /max thicknessing height : 4mm/240

Saw blade max with scoring unit :  315mm

Max saw blade prosection from table at 90⁰/45⁰    :100mm/75  

Spindle moulder    - Spindle length  :  140mm

Max tool :   250mm       MADE IN ITALY 



9950$

HP7CM4

COMBINED MACHINE 6 OP :                                                   -  

Spindle ø /knives nr. mm 70 – nr. 3 -  Knives dimension  HSS 

standard mm 400 x 20 x 3 -  Max. stock removal mm 4 -  Surface 

tables length  mm 1800 -  Thicknessing table dimension mm 400 x 

760 -  Feed speed m/1’  7 -  Spindle rotation speed rpm  5700 -  

Min./max. thicknessing height  mm 4 ÷ 220 -  Motor power HP 4  

– V.400/50 

Saw: -  Saw-spindle table dimension                                               

mm 326 x 1112 -  Carriage dimension     3200 x 315mm 
-  Blade tilting 90° ÷ 45° -  Saw blade max. ø with scoring unit mm 

300 -  Max. saw-blade prosection from table at  90°/45° mm 

95/65 -  Squaring capacity (standard) mm 1500 -  Cutting width 

on parallel fence mm 730 -  Motor power HP 4  – V.400/50 

Spindle moulder: -  Spindle length                                               

mm 105 -  Spindle rotation speed rpm 1200/3100/4400/7000 -  

Max. tool ø   mm 160 -  Available spindle ø  mm 30-35-40-50-1¼ -  

Motor power HP 4  – V.400/50 

Mortiser: -  Working table dimension                                                  

mm 250 x 500 -  Longitudinal stroke mm 200 -  Transversal stroke 

mm 100 -  Vertical stroke

 

mm 90 -  Chuck ø   mm 16 

Planer  WIDTH :400 mm

Surface table length  :2300mm

Thicknessing table dimension  :   800mm*500

Min /max . thicknessing height  : 4mm/240

Saw

Saw blade max with scoring unit  :  315mm

Max saw blade prosection from table at 90⁰/45⁰    :100mm/75

Spindle moulder

Spindle length                         :  140mm

Max tool                                  :   250mm

 MADE with german electric parts



HP7CM4

COMBINED MACHINE 6 OP :                                                   -  

Spindle ø /knives nr. mm 70 – nr. 3 -  Knives dimension  HSS 

standard mm 400 x 20 x 3 -  Max. stock removal mm 4 -  Surface 

tables length  mm 1800 -  Thicknessing table dimension mm 400 x 

760 -  Feed speed m/1’  7 -  Spindle rotation speed rpm  5700 -  

Min./max. thicknessing height  mm 4 ÷ 220 -  Motor power HP 4  

– V.400/50 

Saw: -  Saw-spindle table dimension                                               

mm 326 x 1112 -  Carriage dimension     3200 x 315mm 
-  Blade tilting 90° ÷ 45° -  Saw blade max. ø with scoring unit mm 

300 -  Max. saw-blade prosection from table at  90°/45° mm 

95/65 -  Squaring capacity (standard) mm 1500 -  Cutting width 

on parallel fence mm 730 -  Motor power HP 4  – V.400/50 

Spindle moulder: -  Spindle length                                               

mm 105 -  Spindle rotation speed rpm 1200/3100/4400/7000 -  

Max. tool ø   mm 160 -  Available spindle ø  mm 30-35-40-50-1¼ -  

Motor power HP 4  – V.400/50 

Mortiser: -  Working table dimension                                                  

mm 250 x 500 -  Longitudinal stroke mm 200 -  Transversal stroke 

mm 100 -  Vertical stroke

 

mm 90 -  Chuck ø   mm 16 

Planer  WIDTH :400 mm

Surface table length  :2300mm

Thicknessing table dimension  :   800mm*500

Min /max . thicknessing height  : 4mm/240

Saw

Saw blade max with scoring unit  :  315mm

Max saw blade prosection from table at 90⁰/45⁰    :100mm/75

Spindle moulder

Spindle length                         :  140mm

Max tool                                  :   250mm

 MADE with german electric parts



HPG3CM4

COMBINED MACHINE 3 OP :      400 mm                         - 

thicknessing, planing & drilling:

•Work table height: 900mm.

Thicknessing table:

•Feeding roller: Ф 30mm.

•Thicknessing table dimensions: 600 x 308mm.

•Feeding speed: 7m/min.

•Maximum removal: 4mm.

Made in germany

11000

Euro



HPI3CM4

COMBINED MACHINE 3 OP : 400mm                                 n mm 

1800 x 400                                                                        -  Shaft ø   

mm 90                                                                                     -  Knives 

nr./dimension  nr. 3                                                              -  mm 

400x25x3                                                                                    -  Max. 

stock removal  mm 4                                                                   -  

Min./max. working height  mm 4÷200                                                    

-  Feed speed  m/1’  8                                                                                            

-  Rotation speed  rpm  5200                                                                 -  

Thicknessing table  mm  400 x 760                                                          

-  Motor power HP  3                                                                                           

– V.400/50 -  Weight  Kg  390                                               

MORTISER UNIT WITH CHUCK mm 16 - table dimension mm 500 x 

250 - longitudinal stroke mm 205                                                          - 

transversal stroke mm 95                                                                 - 

vertical stroke mm 90 

 WESCOTT 0 - 16 CHUCK

MADE IN ITALY 

7500

Euro



5500$

HP3CM4

COMBINED MACHINE 3 OP :     400 mm                          - 

thicknessing, planing & drilling:

•Work table height: 900mm.

Thicknessing table:

•Feeding roller: Ф 30mm.

•Thicknessing table dimensions: 600 x 308mm.

•Feeding speed: 7m/min.

•Maximum removal: 4mm.

•Minimum work height for thicknessing: 5mm.

•Maximum work height for thicknessing: 230mm.

•Minimum working length: 140mm.

•Suction system coupling: Ф 120mm.

Surfacing tables:

•Cutterblock (with 3 blades): Ф 72mm.

•Planer blade size: 410 X 30 X 3mm. 

•Minimum blade height: 18mm.

•Cutterblock rotation speed: 5200r/min.

•Shaft stop time: ≤ 10s.

•Maximum removal: 4mm.

•Fence tilting: 90°-45°.

•Suction system coupling: Ф 120mm.

Slotter:

•Working table size: 470 X 230mm.

•Working table travel:

X: 160mm.  Y: 105mm.  Z: 120mm.

•Self-centering spindle: Ф 3~16mm. 

•Fixed spindle: Ф 16mm.

•Suction hose connection: Ф 120mm.

•Motor: 4kW 380V 50Hz. 

•Weight: 390kg.

MADE WITH GERMAN ELECTRIC PARTS



HP3CM4

COMBINED MACHINE 3 OP :     400 mm                          - 

thicknessing, planing & drilling:

•Work table height: 900mm.

Thicknessing table:

•Feeding roller: Ф 30mm.

•Thicknessing table dimensions: 600 x 308mm.

•Feeding speed: 7m/min.

•Maximum removal: 4mm.

•Minimum work height for thicknessing: 5mm.

•Maximum work height for thicknessing: 230mm.

•Minimum working length: 140mm.

•Suction system coupling: Ф 120mm.

Surfacing tables:

•Cutterblock (with 3 blades): Ф 72mm.

•Planer blade size: 410 X 30 X 3mm. 

•Minimum blade height: 18mm.

•Cutterblock rotation speed: 5200r/min.

•Shaft stop time: ≤ 10s.

•Maximum removal: 4mm.

•Fence tilting: 90°-45°.

•Suction system coupling: Ф 120mm.

Slotter:

•Working table size: 470 X 230mm.

•Working table travel:

X: 160mm.  Y: 105mm.  Z: 120mm.

•Self-centering spindle: Ф 3~16mm. 

•Fixed spindle: Ф 16mm.

•Suction hose connection: Ф 120mm.

•Motor: 4kW 380V 50Hz. 

•Weight: 390kg.

MADE WITH GERMAN ELECTRIC PARTS



HPHCM30

COMBINED MACHINE 7 OP : 300mm

•Maximum planer width: 300mm

•Maximum planer depth: 3mm.

•Scale of thickness of press -          planer: 6-120mm.

•Minimum length of press - planer: 150mm.

•Maximum sawing thickness: 85mm.

•Maximum rabbet depth: 10mm.

•Maximum drilling diameter: 13mm.

•Maximum drilling depth: 60x2=120mm.

•Maximum width of square mortise: 16mm.

•Rotation speed of planer tool spindle: 4290r/min.

•Motor power: 2.2kW(220V 50Hz;380V 50hz).

•Feeding speed: 6.5m/min.

•Overall dimensions: 1800x2000x1170mm.

•Net weight: 260kg.      With GERMAN electric parts

2400$



HPPT25

COMBINED MACHINE  2 OP :   PLANER THICKNESSER 250mm

•VOLTAGE: 220V, 50/60HZ.

•POWER: 1500W.

•SPEED: 9000RPM.

•PLANE WIDTH: 252mm.

•WEIGHT:27KG.    With GERMAN electric parts

850$



HP2CM21

COMBINED MACHINE 3 OP :210mm

SURFACE PLANER:

•Max. cutting diameter of cutter spindle: ø74mm.

•Rotation speed of cutter spindle: 3500r/min.

•Blade specification: 210 x 30 x 3mm.

•Max. planing width: 200mm.

•The length of table: 960mm.

•Max. planing depth: 3mm.

•Incline angle of guide: 0-45 degree.

SAWING:

•Max. dia. of saw blade: 250 x 3.2 x 30mm.

•Rotation speed of saw spindle: 3500r/min.

•Max. sawing thickness: 70mm.

•Max. cross-cut width: 300mm.

•Adjust angle of index ruler: ±45 degree.

•Max. drilling dia: 13mm.

•Max. drilling depth: 90mm.

•Max. rabbeting depth: 10mm.

•Motor power: 1.1kW 220V 50Hz, 1.5kW 220V(380V) 

50Hz.•Weight: 98kg.

•Overall dimension (L×B×H. cm): 106x108x49.            With 

GERMAN electric parts

980$



HPIBS9

band saw  mm 900 

- Table dimension 800 x 1200

 - Cutting capacity (H x L) mm 500 x 880 

- Flywheel width   mm 45 

- Blade speed  rpm 540

 - Blade length   mm 6140                                                                         - 

Blade width   mm 10 ÷ 55

 - Motor power 5 HP 7,5 

- Weight  Kg 760                                                                                                                 

MADE IN ITALY 

7940

Euro

BAND SAWS



HPIBS8

band saw:    800 mm 

- Table dimension 760 x 1140 mm

 - Cutting capacity (H x L)  450 x 780 mm

- Flywheel width   40 mm  

- Blade speed  600 rpm 

 - Blade length  5620 mm

 - Blade width   10 ÷ 45 mm

 - Motor power P 5,5 HP

- Weight580 Kg

MADE IN ITALY 

7250

Euro



HPIBS7

band Saw     700 mm 

- Table dimension 700 x 930 mm 

 - Cutting capacity (H x L) 430 x 670 mm

- Flywheel width  40 mm 

- Blade speed rpm 650

 - Blade length   5070 mm 

10 ÷ 40 mm 

 - Motor power HP 4 

- Weight Kg 420 

MADE IN ITALY 

6000

Euro



HPBS7

 BAND SAW :       700mm                                                                -

WOODWORKING BAND SAW MODEL: HPBS700:

•MAX SAWING THICKNESS       FEEDING: 500mm.

•MAX SAWING THICKNESS        FEEDING: 250mm.

•SAW BLADE SIZE: 5400 X 80 X 0.65mm.

•SAW WHEEL DIAMETER: 700mm.

•SAW WHEEL SPEED: 780r/min. 

•MOTOR POWER: 7.5kW.

•VOLTAGE: 380V/50Hz/3P.

•OVERALL DIMENSIONS:        1170 X 963 X 2450 mm.

•NET. WEIGHT: 840KG.                                                          With 

GERMAN electric parts

5940$



HPGBS6

 BAND SAW  600 mm                     

ø/wheels width :                            mm600/35            

cutting capacity(H*L) :              mm1400*640 mm

Blade length: 4630 mm                                       weight:300 kg                                                                

Motor power :2 hp                                                              MADE IN 

GERMANY

4500

Euro

HPIBS6

 BAND SAW  600 mm                     

ø/wheels width :                            mm600/35            

cutting capacity(H*L) :              mm1400*640 mm

Blade length: 4630 mm                                       weight:300 kg                                                                

Motor power :2 hp   

 MADE IN ITALY

4630

Euro



HPBS6

BAND SAW :600mm

•MAX. SAWING WIDTH: 300mm.

•MAX. SAW HEIGHT: 300mm (pine).

•SAW WHEEL SPEED: 800 r/min.

•POWER SOURCE: 380V/50Hz (3PH).

•MOTOR POWER: 3kW.

•SAW WHEEL DIA: 600mm.

•TABLE TILT ANGLE: 0-30°.

•SAW BLADE: 19X0.8X4430mm.

•OVERALL DIMENSIONS:       1020 X 660 X 2050 mm.                 

With GERMAN electric parts

3900$



HPIBS5

 BAND SAW  500 mm                     

ø/wheels width :                            mm500/35            

cutting capacity(H*L) :              mm1400*640 mm

Blade length: 3960 mm                                       weight:230 kg                                                                

Motor power :2 hp

MADE IN ITALY

3600

Euro



HPBS5

BAND SAW 500 mm

•MAX. SAWING WIDTH: 300mm.

•MAX. SAW HEIGHT: 300mm (pine).

•SAW WHEEL SPEED: 1000 r/min.

•POWER SOURCE: 220V/50Hz (1PH).

•MOTOR POWER: 2.2kW.

•SAW WHEEL DIA: 500mm.

•TABLE TILT ANGLE: 0-45°.

•SAW BLADE: 16X0.65X3960mm.

•OVERALL DIMENSIONS:     1900 X 920 X 650 mm.      With 

GERMAN electric parts 3000$



HPIBS4

 BAND SAW  400 mm                     

ø/wheels width :                            mm400/35            

cutting capacity(H*L) :              mm1400*640 mm                                                 

Blade length: 3500 mm                                       weight:130 kg                                                                

Motor power :2 hp

MADE IN ITALY

3000

Euro



HPBS4

BAND SAW 400 mm

•Throat width: 14-7/10"(375mm).

•Sawblade length: 120"(3050mm).

•Sawblade width: 1/4" ~ 1-1/5(6-30mm).

•Sawblade tilt: 0-20° (0~45°).

•Max.cutting depth: 9-4/5"(250mm).

•Sawtable size: 21"×19"(535mmx485mm).

•Sawblade speed: 10m/s.

•Motor power: 1.5kW.

With GERMAN electric parts 2500$



HPBS35

 BAND SAW 350mm

•MOTOR POWER: 370W.

•VOLTAGE: 220V.

•HEIGHT: 1650X450X630mm.

•TABLE SIZE: 360X360mm.

•MAX CUTTING HEIGHT: 140mm.                                                           

With GERMAN electric parts

1100$



HPBS25

BAND SAW: 250mm

•Dimensions (Ixwxh): 800x250×420 mm.

•Table height from floor: 368mm.

•Throat width: 245mm.

•Max. cutting height: 120mm.

•Sawblade width: 6-13mm.

•Sawblade length: 1790mm.

•Sawblade size: 292x292 mm.

•Sawblade tilt: 0-45 degree.

•Sawblade speeds: 660m/min 960m/min.

•Motor capacity: 370W.

•Noise: <80dB(A).

With GERMAN electric parts

580$



HPIT6

THICKNESSER    600                                                                        Table 

dimensions mm  650 x 970                                       -  Working Width 

mm  630                                                     -  Min / Max working 

height mm  4 / 300                            -  Max. stock removal mm  8                                              

-  Cutterblock ø / n°4 knives mm  120                                -  Knives 

dimensions mm 630 x 35 x 3                                       -  Cutterblock 

rotation speed rpm  5000                                     -  Feed speeds 

variable             from / to m/1’  4 / 20              -  Cutterblock motor 

power HP  7,5                                       -  Feed motor power HP  1,5                                                

-  Lifting motor power HP  0,5                                              -  Weight 

Kg  870     MADE IN ITALY 

12000

Euro

HPT6

THICKNESSER:

•Max. working width: 630mm.

•Max. working thickness: 200mm.

•Min. working thickness: 4mm.

•Min. working length: 220mm.

•Feeding speed: 8, 12m/min.

•Max. planning capacity: 5mm.

•Spindle speed: 5500 r/min.

•Blades quantity: 4.

•Cutter block diameter: 105mm.

•Motor power: 7.5kw ,380V.

•Output dust diameter: 150mm.

•Net. weight: 405kg.

•Overall dimensions: 823 x 884 x 1143mm.

With GERMAN electric parts

4850$

THICKNESSERS



HPIT5

THICKNESSER    500                                                                                           

nsions mm  550 x 960                                                                      -  

Working Width mm  530                                                           -  Min / 

Max working height mm  4 / 300                                      -  Max. 

stock removal mm  8                                                           -  

Cutterblock ø / n°4 knives mm  120                                            -  

Knives dimensions mm 530 x 35 x 3                                      -  

Cutterblock rotation speed rpm  5000                                  -  2 feed 

speeds m/1’  7 / 14                                                    -  Cutterblock 

motor power HP  5,5                                       -  Feed motor power 

HP   1                                                    -  Weight Kg  750                 

MADE IN ITALY 

9000

euro

HPT5

THICKNESSER:

•Max. working width: 500mm.

•Max. working thickness: 200mm.

•Min. working thickness: 4mm.

•Min. working length: 220mm.

•Feeding speed: 8, 12m/min.

•Max. planning capacity: 5mm.

•Spindle speed: 5500 r/min.

•Blades quantity: 4.

•Cutter block diameter: 105mm.

•Motor power: 5.5kw ,380V.

•Output dust diameter: 150mm.

•Net. weight: 350kg.                                                          With 

GERMAN electric parts

3950$



HPIT4

THICKNESSER    400                                                                                           

nsions mm  410 x 750                                                                      -  

Working Width mm  400                                                         -  Min / 

Max working height mm  3 / 2400                                      -  Max. 

stock removal mm  5                                                         -  

Cutterblock ø / n°4 knives mm  120                                            -  

Knives dimensions mm 400 x 35 x 3                                      -  

Cutterblock rotation speed rpm  4800                                  -  2 feed 

speeds m/1’  7 / 14                                                    -  Cutterblock 

motor power HP  5,5                                       -  Feed motor power 

HP   1                                                    -  Weight Kg  480       MADE IN 

ITALY 

7500

euro

HPT4

THICKNESSER:

•Max. working width: 400mm.

•Max. working thickness: 200mm.

•Min. working thickness: 4mm.

•Min. working length: 220mm.

•Feeding speed: 8, 12m/min.

•Max. planning capacity: 5mm.

•Spindle speed: 5500 r/min.

•Blades quantity: 4.

•Cutter block diameter: 105mm.

•Motor power: 4.5kw ,380V.

•Output dust diameter: 150mm.

•Net. weight: 250kg.                                                             With 

GERMAN electric parts

3750$



HPP6

 PLANER: 600

•Max. planing width: 600mm.

•Max. planing capacity: 5mm.

•Spindle speed: 5000r/min.

•Blades quantity: 4

•Cutting circle diameter: ф 112mm.

•Table length: 2500 mm.

•Motor power: 5.5 kW.

•Motor speed: 2880г/min.

•Overall dimensions: 2500 X 850 X 1050mm.

•Net weight: 727kg.        With GERMAN electric parts

4850$

HPIP5

PLANER 5OO                                                                     Planing width 

mm 500                                                         -  Length of surface 

tables ( total -infeed/outfeed ) mm 2900-1555/1345                                                                       

-  Max. stock removal CE/NO CE mm 8/20                                     -  

Cutterblock speed rpm  4300                                                      -  

Cutterblock ø mm 116                                                          -  No. of 

knives / Dimensions  4 / 500x35x3                                   -  Surface 

fence dimensions mm 1200 x 185                                -  Tilt of 

surface fence 90°/45°                                                      -  Motor 

power HP  5,5                                                              -  Weight Kg  510                                                                           

MADE IN ITALY 

7500

euro

PLANERS



HPP5

 PLANER: 500

•Max. planing width: 500mm.

•Max. planing capacity: 4mm.

•Spindle speed: 5800r/min.

•Blades quantity: 4

•Cutting circle diameter: ф 112mm.

•Table length: 1800 mm.

•Motor power: 4 kW.

•Overall dimensions: 180 X 85 X 100 cm.

•Net weight: 480 kg.                                                           With 

GERMAN electric parts

4500$

HPIP4

PLANER 400                                                                              -  

Working width mm  400                                                           -  

Length of surface tables (infeed/outfeed ) mm 2500                                                                                            

– 1380/1120                                                                         -  Max. 

stock removal CE/NO CE mm  8/20                                   -  

Cutterblock speed rpm  4300                                                  -  

Cutterblock ø mm 116                                                             -  No. of 

knives / Dimensions  4 / 400 x 35 x 3                           -  Surface 

fence dimensions mm 1200 x 185                             -  Tilt of surface 

fence 90°/45°                                                           -  Motor power HP  

4 -  Weight Kg  450                                     MADE IN ITALY

6250

euro



HPP4

 PLANER: 400

•Max. planing width: 400mm.

•Max. planing capacity: 4mm.

•Spindle speed: 5800r/min.

•Blades quantity: 4

•Cutting circle diameter: ф 112mm.

•Table length: 1800 mm.

•Motor power: 4 kW.

•Overall dimensions: 180 X 75 X 100 cm.

•Net weight: 400 kg.                                                           With 

GERMAN electric parts

4200$

HPP15

PLANER:

•MOTOR: 120V/60Hz/1100W OR 230V/50Hz/1100W.

•MOTOR SPEED 50HZ(RPM): 2850.

•MOTOR SPEED-60HZ(RPM): 3400.

•CUTTER BLOCK SPEED-50HZ(RPM): 4000.

•CUTTER BLOCK SPEED-60HZ(RPM): 4800.

•TABLE SIZE(MM): 1210x185.

•FENCE SIZE(MM): 740X100.

•FENCE TILT: 90-135 DEGREE.

•CUTTER BLOCK DIAMETER(MM): 63.5.

•CUTTING KNIFE(PCS): 3.

•DUST CHUTE DIAMETER(MM): 100.

•MAX CUTTING WIDTH(MM): 152.

•MAX CUTTING DEPTH(MM): 12.5.

•HEIGHT FROM TABLE TO GROUND(MM):   820.

•N.G.WEIGHT(KGS): 106/127.

•OVERALL SIZE(MM): 1210x620x1000.

•PACKING SIZE(MM): 1260x560x345 and450x360x660 with 

GERMAN electric parts

950$



HPBB1

Slot Mortising Machine:

•Max. mortising length: 200mm.

•Mortising width: 0-20mm.

•Max. mortising depth: 100mm.

•Max. workpiece width: 300mm.

•Workingtable lifting height: 160mm.

•Workingtable tilting angle: 30°.

•Spindle speed: 3500г/min.

•Motor: 2.2kW/380V.

•Overall dimensions: 1183 X 628 X 1136.

•Weight: 225kg.                                                                       With 

GERMAN electric parts

3950$

MORTISING/BORING MACHINES



HPIMB1

Slot Mortising Machine:

•Motor power: 2,2 kW.

•Motor speeds: 2850/min.

•Max. tool diameter: 16 mm.

•Max. height of mortising above the table: 140 mm.

•Max. longitudinal travel of the table: 309mm.

•Max. cross travel of the                     table: 150mm.

•Length: 740 mm.

•Width: 560 mm.

•Height: 1320 mm. 

•Table size: 500x207 mm. 

•Net weight: 108 kg.

•Voltage / frequency:                           230V 50Hz 1PH / 400V 50Hz 

3 PH.

•Noise level without technology       LAeq: 85,0 dB(A).

•Noise level with technology             LAeq: 87,0 dB(A)

MADE IN ITALY 

3574

euro



HPSB1

Slot Mortising Machine:

Motor Power:2.2kw

Motor speed:2850/min

Max.tool Diameter: 16mm

Max height of mortising above the table:140mm

Max.longgitudinal traveltravel of the table:309mm

Max. cross travel of the table: 150mm

Weight:106 Kg 3500$

HPCM

CHAIN MORTISING :                             Slot 

length / depth    : mm300/150

Head transversal stroke   :  mm100

Console vertical stroke     :  mm120

Max piece height    :  mm1000

MADE IN ITALY 

4850

euro



HPB42

MRTISER 42 BITS

Head transversal stroke   :  mm100

With GERMAN electric parts
6750$



HPIB21

MORTISER 21 

les nr. 21 -  Center-distance between 

spindles mm 32 -  Total center-distance 

between first and last spindle mm 640 -  

Max. drilling depth  mm 65 -  Table height 

mm 860 -  Max. dimension of the piece to 

drill  mm 900 x 3000 x 60 -  Spindles speed  

rpm 2800 -  Motor power   HP  2 -  

Pressure atm. 6 - 8 

-  Weight Kg 240 

MADE IN ITALY 

6000

euro



HPB21
Console vertical stroke     :  mm120

With GERMAN electric parts
5750$

HPHJ
Max piece height  :  mm1000 

With GERMAN electric parts
3900$



HPH

HINGE BORING :                                                        Voltage                             

:    380V/220V

Drilling diameter             :    3mm/35mm

Max drilling depth          :    50mm

Main axis speeding        :    2840rpm

Working pressure       :    0.6-0.8Mpa

Table size                      :    73*60cm

Number of drill            :    3*1

Motor power               :    1.5KW*1

Weight                          :    80KG

Size                                :    100*60*147cm

With GERMAN electric parts

1950$

HPIMS35

MOULDER with sliding table:                                        Max table 

opening                                   :   350mm

Vertical stroke of spindle 35                  :    140mm

Vertical stroke of spindle 50                  :     180mm

Max tool diameter when profiling        :      250mm

 MADE IN ITALY 6550

euro

MOULDERS



HPMS160

MOULDER with sliding table:1600mm

•Max. milling height: 130mm.

•Spindle lifting height: 100mm.

•Copy wheel dia: 100mm.

•Cutterblock diameter:35mm.

•Main spindle speed: 6000/8000/10000 r/min.

•Fixed table size: 1000 x 440mm.

•Sliding table size: 1600 x 260mm.

•Motor power: 3kw.

•Overall dimensions:    1020 x 710 x 1131 mm.

•Net weight: 410KG.                                                        With 

GERMAN electric parts

4850$

HPIPF4

FEEDER 4 WHEELS

nr. 3 nr. 3 + traction belt 

- nr. 4 - Feed speed-m/min 4-8-11

22 - 3-phase motor power HP  0,25     - Single-phase motor 

power HP  0,18     - 2 speed motor  1 HP  0,7-1 - Rollers Ø mm 120 - 

Rollers width   mm 60 - Weight Kg 70 

MADE IN ITALY  

1550

euro



HPEB14

 PREMILLING FULL AUTOMATIC EDGE BANDER   for  WOOD & PVC  

,   14 OP :

•Functions: pre milling, double gluing, end cutting, fine trimming, 

4 motors flat trimming, End rounding and polishing, double stand.

•Voltage: 380V/220V. 

•Total Power: 18.7 KW.

•Min Panel width: 50 mm  -Min Pnel length:70mm

•Edge banding thickness: 0.4-15 mm.

•Feeding speed: 12-14-18m/min.

•panel Thickness : 10~60mm.

•Overall size: 7.5×0.75x1.25m.

•Working pressure: 0.7Mpa.

•Pack: Wooden box.

•Net weight: 2100 kgs.

  with  GERMAN electric parts 

DIAMOND CUTTERS & SAWS

27000$

EDGE BANDERS



HPEB10

 PREMILLING FULL AUTOMATIC EDGE BANDER   for  PVC  ,   10 OP 

:

•Functions: pre milling, gluing, end cutting, fine trimming, flat 

trimming, and polishing, double stand, external End rounding .

•Voltage: 380V/220V. 

•Total Power:9.4 KW.

•Min Panel width: 50 mm  -Min Pnel length:70mm

•Edge banding thickness: 0.4-3 mm.

•Feeding speed: 12-14-18m/min.

•panel Thickness : 10~60mm.

•Overall size: 3.5×0.75x1.25m.

•Working pressure: 0.7Mpa.

•Pack: Wooden box.

•Net weight: 1100 kgs.

  with  GERMAN electric parts 

DIAMOND CUTTERS & SAWS

18500$



HPEB9

 PREMILLING FULL AUTOMATIC EDGE BANDER   for  straight & 45 

degree  PVC , 9 OP :

•Functions:tlting 45 degree dianond blades, gluing, end cutting, 

fine trimming, flat trimming, and polishing, double stand, external 

End rounding .

•Voltage: 380V/220V. 

•Total Power:9.4 KW.

•Min Panel width: 50 mm  -Min Pnel length:70mm

•Edge banding thickness: 0.4-3 mm.

•Feeding speed: 12-14-18m/min.

•panel Thickness : 10~60mm.

•Overall size: 3.5×0.75x1.25m.

•Working pressure: 0.7Mpa.

•Pack: Wooden box.

•Net weight: 1100 kgs.

  with  GERMAN electric parts 

DIAMOND CUTTERS & SAWS

16000$



HPIEBI8

PREMILLING FULL AUTOMATIC EDGE BANDER 8 OP :          

Min. length of the panel mm 100 -  Min. length of the panel with 

rounding mm 250  -  Max. thickness of the panel mm 60 -  Min. 

thickness of the panel mm 9 -  Edge dim. in rolls   min. - max. mm 

0,4 - 3 -  1 feed speed m/1’  9,5 -  Glue tank capacity Lt 2 -  

Installed motor power kW 9,6 -  Air pressure Bar  7 -  Weight Kg 

1180 -  Length of the machine mm 4200 

 MADE IN ITALY 

30000

euro



HPEB8

 PREMILLING FULL AUTOMATIC EDGE BANDER 8 OP :

•Functions: pre milling, gluing, end cutting, fine trimming, flat 

trimming,  and polishing.

( external End rounding)

•Voltage: 380V/220V. 

•Total Power: 12KW.

•Min Panel width: 50 mm  -Min Pnel length:70mm

•Edge banding thickness: 0.4-3.0mm.

•Feeding speed: 12-14-18m/min.

•panel Thickness : 10~60mm.

•Overall size: 4.5×0.75x1.25m.

•Working pressure: 0.7Mpa.

•Pack: Wooden box.

•Net weight: 2100 kgs.

 -Size(L*W*H)  : 540*650*135cm

  with  GERMAN electric parts 

DIAMOND CUTTERS & SAWS

13000$



HPEB7

PREMILLING FULL AUTOMATIC EDGEBANDER 7 OP ::

•Functions: pre milling, gluing, end cutting, fine trimming, flat 

trimming,  and polishing.(external end rounding)

•Voltage: 380V/220V. 

•Total Power: 9.74KW.

•Panel width: 10-45mm.

•Edge banding thickness: 0.4-3.0mm.

•Feeding speed: 14m/min.

•Edge banding width: 12~60mm.

•Overall size: 520×100x160m.

•Working pressure: 0.7Mpa.

•Pack: Wooden box.

•Net weight: 2000kgs.                         

    with  GERMAN electric parts 

     DIAMOND CUTTERS & SAWS

12000$

HPIEB5

 AUTOMATIC EDGEBANDER 5 OP : 

 Min width of the panel mm 100 -  Min. length of the panel mm 

100   -  Max. thickness of the panel mm 60 -  Min. thickness of the 

panel mm 9 -  Edge dim. in rolls   min. - max. mm 0,4 - 3 -  1 feed 

speed m/1’  9,5 -  Glue tank capacity Lt 2 -  Installed motor power 

kW 5,2 -  Air pressure Bar  7 -  Weight Kg 810 -  Length of the 

machine mm 3420                           

 MADE IN ITALY 

18200

euro



HPEB5

 AUTOMATIC EDGEBANDER 5 OP :

Functions: gluing, end cutting, fine trimming, flat trimming,  and 

polishing.

( external End rounding)

Power                            :   6.5KW

Min.panel width          :    50mm

Min.panel length         :    70mm

Panel thickness            :    10-60mm

Edge band thickness   :    0.3-3.0mm

Feed speed                   :    18m/min

Working pressure        :     0.6Mpa

Size(L*W*H)                 :     230*75*135cm

Weight                           :     650KG                                  with GERMAN 

electric parts

  DIAMOND CUTTERS & SAWS

9950$



HPEBP4

 AUTOMATIC EDGEBANDER 4 OP :

Functions:gluing, end cutting,  and polishing.

( external End rounding)

power                            :   6.5KW

Min.panel width          :    50mm

Min.panel length         :    70mm

Panel thickness            :    10-60mm

Edge band thickness   :    0.3-3.0mm

Feed speed                   :    18m/min

Working pressure        :     0.6Mpa

Size(L*W*H)                 :     230*75*135cm

Weight                           :     650KG                                with  GERMAN 

electric parts

  DIAMOND CUTTERS & SAWS

9550$



HPEB4

 AUTOMATIC EDGEBANDER 4 OP :

Functions: pre milling, gluing, end cutting, and polishing.( external 

End rounding)

Power                            :   6.5KW

Min.panel width          :    50mm

Min.panel length         :    70mm

Panel thickness            :    10-60mm

Edge band thickness   :    0.3-3.0mm

Feed speed                   :    18m/min

Working pressure        :     0.6Mpa

Size(L*W*H)                 :     230*75*135cm

Weight                           :     650KG                                  with GERMAN 

electric parts

  DIAMOND CUTTERS & SAWS

8850$



HPEB3

AUTOMATIC EDGEBANDER 3 OP :

•Functions: gluing, end cutting, trimming, scrapingend rounding 

and polishing.

•Power: 4.9KW.

•Panel width: 260mm.

•Panel thickness: 10-50mm.

•Edge band thickness: 0.3-3.0mm.

•Edge band width: 12-50mm.

•Feed speed: 13m/min.

•Working pressure: 0.6Mpa.

•Size(LxWxH): 220*65*126cm.

•Weight: 320KG.                                  

    with GERMAN electric parts

  DIAMOND CUTTERS & SAWS

5550$

HPRTMEB

EDGEBANDER STRAIGHT & ROUND WITH TRIMMING 2 OP:With 

GERMAN electric parts

6500$



HPMEDB

 PORTABLE EDGE BANDING MACHINE:

•VOLTAGE: 220V.

•POWER: 1200W.

•EXTERNAL DIMENSION: 400 X 360 X 370mm.

•NET WEIGHT OF MACHINE: 10KG.

•EDGE SEALING SPEED: 2-6m / min.

•EDGE SEALING THICKNESS: 10mm -60mm.

•GLUE CAPACITY: 1000ml.

•HEATING TIME: 5min-10min.

•CONTINUOUS WORKING TIME: ≤10h.

 with GERMAN electric parts

980$

HPCNC2513

CNC ROUTER:

-Working area: 1300*2500*200mm                                    - Big steel 

tube structure                                                    -3.2KW Water Cooling 

Spindle                                            -Best brand Inverter                                                            

-XY axis: 20mm Hiwin linear rails and helical rack and pinion   - Z 

axis transmission: 20mm Hiwin linear rails and TBI ball screw   -

450B Stepper motor and driver                                         -A11 DSP 

control system with small control box                -Automatic 

Lubrication system  -Tool sensor                     -Water self cleaner 

vacuum motor & T-slot working table      -Working voltage:380V 

3PHASE 50HZ.                               -dust collector                                                                     

-WEIGHT: 1100 KGS.   With GERMAN electric parts

13000$

CNC ROUTER



HPICL12

AUTOMATIC WOOD LATH:                                               Distance 

between centres/height of centres over bed : mm1200/170

Max . turning   : mm300(max admitted square mm330)

Max . turning øwith copying device : mm150(max admitted 

square mm130)

 MADE IN ITALY 7800

euro

LATHE



HPSAWL1000

WOOD LATHE COPYING ATTACHMENT 

•MOTOR: 1/2 horsepower.

•INPUT VOLTAGE: 220V.

•SPINDLE ROTATION SPEED: 50hz: 850 to 2510 RPM -60hz: 1020 

to 3000 RPM.

•Max. Stock Diameter: 14 inches.

•Max. Stock Length: 40 inches.

•Swing Over Bed: 14 inches.

•Distance Between Centers: 40 inches.

•Head Stock Thread: 1"x8 T.P.I. or 3/4"x16 T.P.I. or other.

•Dimensions: 56-1/2 x 8 x13-1/2 inches.

•Maximum Length of Wood Pieces: 1000mm.

•Maximum Travel of Cutter Head: 35mm.

•Overall Size: 150-210mm.

•Net Weight: 18 kg.

 with GERMAN electric parts

1100$



HPHP13

HOT PRESS:                                                                   Motor power                        

:  5.5KW

Heating power                      :  36Kw

Hot – pressed plate size      :  3000*1300*42mm

Pressing quantity                 :   3 layers 

Maximum pressure             :   120T( 2.05kg/cm)

Oil cylinders                          :   1000mm*6pcs

Heating plate roughness    :   Ra≤1.6a(2.5um)

Heating plate distance       :   100mm

Size(L*W*H)                        :    420*167*215cm

Weight                                  :   7200KG

With GERMAN electric parts

27000$

HPIHP13 HOT PRESS  :; 3000 x 1300 

- Pistons nr. 8 - ø 85 - Kg/cm²  3 4 - Stroke mm 400 - Kcal 35.000 - 

kW  18 - Pump  LT 3 - BAR 350 

 MADE IN ITALY 

45000

euro

HOT PRESS



HPI4F

FOUR SIDEPLANER Min ./ max . piece length  : mm25/240

Min . /max . piece thickness  : mm8/180

Min . length of the single piece : mm590

 MADE IN ITALY 

25500

euro

HPTM
SAW & MOULDER SLOTTING 

GERMAN electric parts

8500$

SAW AND MOULDER SLOTTING

FOUR SIDEPLANER



HPIDC10

DUST COLLECTOR:                                                                Motor 

power :     HP10

Blower capacity : m-/h8000

Suction hood ø : mm200

Nr . /ø bags : Nr.3/mm500  weight: 120 KG

 MADE IN ITALY 2500

euro

HPDC10

DUST COLLECTOR:

•Power: 10 HP.

•Voltage: 380V 3phase.

•Air volume (ma/h): 7300.

•Dust outlet: 6pcs.

•Suitable pipe size: ø4 inches.

•Collector bag: 4pcs.

•Overall size(cm): 1460*690*2400

•Weight: 90 kg.
850$

DUST COLLECTORS



HPDC7.5

DUST COLLECTOR:

•Power: 7.5 HP.

•Voltage: 380V 3phase.

•Air volume (ma/h): 7200.

•Dust outlet: 6pcs.

•Suitable pipe size: ø4 inches.

•Collector bag: 4pcs.

•Weight: 87 kg. 750$

HPDC5.5

DUST COLLECTOR:

•Power: 5.5 HP.

•Voltage: 380V 3phase.

•Air volume (ma/h): 7200.

•Dust outlet: 6pcs.

•Suitable pipe size: ø4 inches.

•Collector bag: 4pcs.

•Weight: 74 kg. 650$



HPIDC5.5

DUST COLLECTOR:

•Power: 5.5 HP.

•Voltage: 380V 3phase.

•Air volume (ma/h): 3200.

•Dust outlet: 3pcs.

•Suitable pipe size: ø4 inches.

•Collector bag: 4pcs.

•Weight: 45 kg.
2500

euro

HPDC4

DUST COLLECTOR:

•Power: 4 HP.

•Voltage: 380V 3phase.

•Air volume (ma/h): 3200.

•Dust outlet: 3pcs.

•Suitable pipe size: ø4 inches.

•Collector bag: 4pcs.

•Weight: 42 kg. 595$



HPIDC3

DUST COLLECTOR:                                                      Motor power : 

HP 3

Blower capacity : m-/h 4500

Suction hoodø : mm 200

Nr. /øbags : nr.2/mm500   weight: 90 KG                 MADE IN ITALY 

1550

euro

HPDC3

DUST COLLECTOR:

•MOTOR POWER: 3 HP.

•INLET DIAMETER: 1-150/3-100.

•FAN DIAMETER: 305mm.

•BAG CAPACITY(CUBIC METER):  2300

•OVERALL SIZE(LWH)(MM): 1460x720x1860.

•WEIGHT: 38 KGS. 555$



HPIDC2

DUST COLLECTOR:                                                           Motor power 

: HP 2

Blower capacity : m-/h 2500

Suction hoodø : mm 160

Nr. /øbags : nr.1/mm500    weight: 70 KG                                                   

MADE IN ITALY 
1650

euro

HPDC2

DUST COLLECTOR:

•POWER: 2HP.

•VOLT: 380V/50HZ.

•AMP: 6.8A.

•R.P.M: 2950.                                                                          •BAG 

CAPACITY(CUBIC METER):        0.40.

490$



HPDC1

DUST COLLECTOR:

•POWER: 1HP.

•VOLT: 230V/50HZ.

•AMP: 4.8A.

•R.P.M: 2950.                                                                          

485$

HPIDC0.7

DUST COLLECTOR:                                                           Motor power 

: HP 0.7

Blower capacity : m-/h 1200

Suction hoodø : mm 120

Nr. /øbags : nr.1/mm500    weight: 40 KG                                                   

MADE IN ITALY 

900

euro



HPIDC0.5

DUST COLLECTOR:                                                           Motor power 

: HP 0.5

Blower capacity : m-/h  900   -hoodø : mm 100

Nr. /øbags : nr.1/mm500    weight: 36 KG                                                   

MADE IN ITALY 
630

euro

HPSDC

DUST COLLECTOR:

•MOTOR: 220V,50/60HZ, 1200W.

•FAN DIAMETER: 130mm.

•CONTAINER: 50L.

•WEIGHT: 10,5KG.

350$



HPADG80

AUTOMATIC DISC SHARPENER:

•Blade diameter: 100-800mm.

•Air pressure: 0.6Mpa.

•Grinding wheel size: 150x32x10mm.

•Teeth pitch: 5-45mm.

•Grinding wheel speed: 2800r/min.

•Teeth toggle speed: 0-55t/min.

•Grinding wheel motor power: 550W.

•Voltage & Frequency: 220V / 50Hz.

•Overall dimension: 800x800x1100mm.

•Weight: 110kg.

•Grinding teeth profile: Flat teeth, BC teeth.                           With 

GERMAN electric parts

6550$

GRINDING MACHINES



HPBSDG

AUTOMATIC BAND SAW BLADE  & DISC  SHAPENER:

•Blade diameter: 100-800mm.

•Band saw blade width: 20-70mm.

•Teeth pitch: 5-45mm.

•Voltage & Frequency: 220V / 50Hz.

•Grinding wheel speed: 2800r/ min.

•Teeth toggle speed: 0-55t/min.

•Grinding wheel motor power: 550W.

•Teeth toggle motor power: 120W.

•Grinding wheel size: 150x32x10mm.

•Overall dimension: 800x800x1100mm.

•Grinding teeth profile: Flat teeth-Inner angle.

•Weight: 100kg.                                                                     With 

GERMAN electric parts

4550$



HPMDG

DISC SHARPENER:

•Grinding wheel size: 125x10x32x8x2mm.

•Grinding wheel adjust angle:± 20°. 

•Swivel angle: 30° (left) 45° (right). 

•Blade diameter: 80-700mm.

•Power: 250W/370W/550W.

•Voltage: 220V. 

•Spindle speed: 2850rpm.

•Overall dimension: 720x430x600mm.

•Weight: 40kg.

With GERMAN electric parts

1700$

HPMDS

DISC SHARPNER:

•DIAMETRE OF GRINDABLE SAW •BLADE: 80-700mm.

•DIP OF SAND WHEEL: ±20°.

•VOLT: 230V 50HZ.

•PHASE: 1PH.

•RPM:2850.

•POWER:250W. 980$



HPIBSG

BAND SAW BLADE SHARPNER                                        Min /max 

band saw blades thickness :mm0.5/1.5

Band saw blades width min/max :mm10/60

Sharpening pitch min/max: mm5/12

 MADE IN ITALY 

4500

euro

HPIPKG

AUTOMATIC PLANER BLADE SHARPNER:                           Max . 

length to grind:mm650

Nr. Of cutters to grind :nr4

 MADE IN ITALY 
3600

euro

HPPKG

AUTOMATIC PLANER BLADE SHARPNER:                           Max . 

length to grind:mm650

Nr. Of cutters to grind :nr4

2950$



HPPKG60

PLANER BLADE SHARPNER:

•Grinding wheel size: 100x50x20mm 60#.

•Max. grinding length: 630mm.

•Grinding angle: 20-75° customize.

•Grinding quantity: 4pcs (flat knife)

 (one time): 1pc(shreding knife).

•Motor power: 550W (1pc flat knife),

1100W (shreding knife/2-4pcs flat knife).

•Voltage: 220V/380V.

•Spindle speed: 2800rpm.

•Overall dimension: 700/900x360x700mm.

•Weight: 40kg/50kg.                                                             With 

GERMAN electric parts

1900$



HPBBSW

BAND SAW BUTTER WELDING MACHINE:

•Voltage: 220V.

•Welding thickness range: 0.4-3mm.

•Max welding width: 50mm.

•Weight: 130kg. 

•Volume: 0.258CBM.

2480$

HPIBSW

BAND SAW BUTTER WELDING MACHINE:  

 Blade from 20 to 60 mm                                             

MADE IN ITALY                                                                                            

2800

euro

WELDING MACHINES



HPSBSW

BAND SAW BUTTER WELDING MACHINE:

•Voltage: 220V.

•Power: 2000w.

•Max welding width: 18mm.

•Weight: 15kg.

•Package: 240*150*320mm.

1550$



HPIS13

SANDER:     130                                                      sanding width  mm 

1100 mm 1350 -  Sanding belts size 

mm 1370 x 2150 

on request: mm 1370 x 2650 -  Max. working height   mm 160 -  

1st sanding belt speed/sec 18 -  2nd sanding belt speed /sec 16 -  

3rd sanding belt speed m/sec 14 -  Feed speed      from/to m/1’   

4 / 20 -  Working table lifting motor power HP  0,33                                                                                                      

MADE IN ITALY      

29000

euro

SANDERS



HPGS30

FLOOR  SANDER:

•SANDING WIDTH: 300mm.

•MOTOR POWER: 3HP, 220V.

•OUTLINE SIZE: 1000X550X800mm.

5850$

HPDS56

DRUM SANDER:

•Weight: 122kg.

•Width x Depth x Height: 1070x1080x1150mm.

•Footprint (Length x Width): 1070x1080mm.

Shipping Dimension: •Type: Plywood case.

•Weight: 153kg.

•Length x Width x Height: 1090x680x1190mm.

Electrical: •Full-Load Current Rating: 8.8A.

•Connection Type: cord and plug.

•Power Cord Included: yes.

•Power Cord Length: 1.83M.

•Plug Included: yes.

Motor: •Feed Horsepower: 1500W.

•Amps: 8.8A.

Operation Information: •Number of Sanding  

Heads: 1.

•Maximum Board Width: 555mm.

•Maximum Board Thickness: 80mm.

•Minimum Board Thickness: 5mm.

•Minimum Board Length: 120mm.

•Sandpaper Speed: 10M/s.

•Conveyor Feed Rat: 0-3.5M/min.

•Sandpaper Length: 3280mm.

•Sandpaper Width: 78mm.

Other Related Information: •Floor To Table Height: 688mm.                  

With GERMAN electric parts

•Number of Pressure Rollers: 2.

•Conveyor Belt Length: 1141mm.

•Conveyor Belt Width: 565mm.

•Belt Roller Size: 19mm.

•Number of Dust Port: 1.

•Dust Port Size: 100mm.



3900$

HPDS56

DRUM SANDER:

•Weight: 122kg.

•Width x Depth x Height: 1070x1080x1150mm.

•Footprint (Length x Width): 1070x1080mm.

Shipping Dimension: •Type: Plywood case.

•Weight: 153kg.

•Length x Width x Height: 1090x680x1190mm.

Electrical: •Full-Load Current Rating: 8.8A.

•Connection Type: cord and plug.

•Power Cord Included: yes.

•Power Cord Length: 1.83M.

•Plug Included: yes.

Motor: •Feed Horsepower: 1500W.

•Amps: 8.8A.

Operation Information: •Number of Sanding  

Heads: 1.

•Maximum Board Width: 555mm.

•Maximum Board Thickness: 80mm.

•Minimum Board Thickness: 5mm.

•Minimum Board Length: 120mm.

•Sandpaper Speed: 10M/s.

•Conveyor Feed Rat: 0-3.5M/min.

•Sandpaper Length: 3280mm.

•Sandpaper Width: 78mm.

Other Related Information: •Floor To Table Height: 688mm.                  

With GERMAN electric parts

•Number of Pressure Rollers: 2.

•Conveyor Belt Length: 1141mm.

•Conveyor Belt Width: 565mm.

•Belt Roller Size: 19mm.

•Number of Dust Port: 1.

•Dust Port Size: 100mm.



HPBS15

DISC & BELT SANDER:

•VOLTAGE: 220V,50/60Hz.

•POWER: 750W.

•TABLE TILT: 0-45 DEGREE.

•BELT SIZE: 150X1219mm.

•DISC SIZE: 254mm.

950$

HPBS15

DISC & BELT SANDER:

•POWER: 550W.

•VOLTS: 230V/1 PHASE.

•CYCLES: 50.

•RPM: 1400.

•TABLE SIZE: 61/4" X 12".

•TABLE TILTING: 0-45 DEGREE.

•BELT TILTING: 0-90 DEGREE.

•BELT SIZE: 6" X 48".

•DISC SIZE: 9"DIA.

•MOTOR: 1/2HP-1HP.

•MEASURMENT:                                 696mm x 444mm x 370mm.

•NET WEIGHT: 51 KGS.

850$



HPHBS10

BELT SANDER:

•POWER: 370W.

•VOLTS: 230V/1 PHASE.

•RPM: 1430.

750$

HPBS10

DISC & BELT SANDER:

•VOLTAGE: 220V,50/60Hz.

•POWER: 370W.

•TABLE TILT: 0-45°.

•BELT SIZE: 100 X 915mm.

•BELT TILT: 0-90°.

•DISC SIZE: 150mm. 350$



HDDS30

DISC: SANDER

•MOTOR: 550W.

•MOTOR SPEED: 1400rpm.

•DISC SIZE: 12".

•TABLE SIZE: 446 X 156mm.

750$

HPBG

BENCH GRINDER SANDER:HPBG

•VOLTAGE: 220V,50/60Hz.

•POWER: S1 370W, S2 30min         550W.

•WHEEL SIZE: 200*20mm.

•BELT SIZE: 50*710mm.

255$



HPDP32

DRILL PRESS:

•POWER: 1100W.

•VOLT: 220-240V, 1PHASE.

•HZ: 50HZ.

•R.P.M: 1400.

•CAPACITY:32mm.

985$

DRILL PRESS



HPDP20

DRILL PRESS:

•POWER: 750W.

•VOLT: 220-240V, 1PHASE.

•HZ: 50HZ.

•R.P.M: 1400.

•CAPACITY:20mm.

550$



HPDP16

DRILL PRESS:

•POWER: 650W.

•VOLT: 220-240V, 1PHASE.

•HZ: 50HZ.

•R.P.M: 1400.

•AMP: 4.2A

•CAPACITY:20mm.

490$

HPSDP16

RADIAL DRILL PRESS:

•MOTOR: 230-240V/50HZ.

•POWER: S1 550W.

•CHUCK CAPACITY: 16mm.

•SPEED: 500-2600RPM.

•SWING: 280-840mm.

•SPINDLE TRAVEL: 80mm.

•HEIGHT: 880mm.
650$



HPDP13550

DRILL PRESS:

•MOTOR: 220V,50/60HZ, S2 10min 550W.

•NO OF SPEED: 5.

•SWING: 250mm.

•WEIGHT: 23KG.

255$



HPBRT

ROUTER TABLE:

•Suitable portable routers: 3/4 HP-5HP.

•Main table surface: 780 x 250mm.

•Sliding table surface: 784 × 310mm.

•Table tilts: 45°.

•Table inserts:

(Outside): 100mm.

(Inside): 60,29mm.

•Table height: 850mm.

•Fence sizes (each side): 270 × 50mm.

•Dust hood outlet: 2.5”.

•Net weight: 56 kgs.

•Gross weight: 59kgs.

•Packing dimensions: 88× 65 x 21 cm.

1100$

ROUTER TABLE



HPMRT

ROUTER TABLE:

•TABLE SIZE: 800X600mm.

•HEIGHT: 860mm.

•INLET DUST HOSE: 70mm.

690$

HPSRT

ROUTER TABLE:

•TABLE SIZE: 600X400mm.

•HEIGHT: 890mm.

•INLET DUST HOSE: 45mm.

450$



HPBSS

SCROLL SAW:

•TWO SIDES TILTABLE TABLE UP TO 45 DEGREE.

•THROAT SIZE: 540mm.

•TABLE SIZE:650X400X300mm.

•VOLTAGE: 220V.

•MACHINE SIZE: 910X430X400mm.

850$

HPSS90

SCROLL SAW:

•Motor: 220V 50/60Hz.

•Power: S2 30min 90W.

•Speed: 550-1600spm.

•Flexible shaft speed: 1650-4800rpm.

•Table size: 414x254mm.

•Weight: 11 kg. 350$

SCROLL SAW

ALUMINIUM COPY ROUTER



HPAGM

ALUMINIUM  COPY ROUTER

•AIR PRESSURE: 0.5-0.8MPa.

•AIR CONSUMPTION: 30L/min.

•POWER SUPPLY: 380/220V 50HZ.

•INPUT POWER: 1.1/0.75 Kw.

•COPYING RANGE: 90mm*290mm.

•MAIN SHAFT ROTATION SPEED:9000r/min.

•DIAMETER OF THE COPYING     MILLING CUTTER: ɸ5;     ɸ8mm.

•WEIGHT: 250KG.

•OVERALL DIMENSION: 1000mm x 900mm x 1500mm.

With GERMAN electric parts
1950$



HPPG

POLISH GRINDER:

•WHEEL SIZE: 250mm.

•MACHINE SIZE: 700X250X270mm.

•VOLTAGE: 220V.

•SPEED: TWO (1 LOW-1HIGH).

650$

HPDHS

DUST HOSE EXTRACTOR

•HOSE INLET: 100mm.

•EXTRACTOR NOSE: 300mm.

•EXTRACTING REGULATING HEIGHT: FROM 400mm TO 1400mm.

190$

ACCESSORIES 



HPLES

ROLLER STAND:H

•ROLLER WIDTH: 390mm.

•REGULATING HEIGHT:                     FROM 750mm TO 1200mm.

190$

HPLRC

CROSS CLAMPING DRILL PRESS:

•SIZE: 440X230mm.

•CLAMPING SIZE:100mm.

150$



HPC

DRILL PRESS CLAMP:

•SIZE: 220X190mm.

•CLAMPING SIZE: 130mm.

85$


